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Four Person Tables

Models ZK44848, ZK44848P, ZK45959 & ZK45959P

Six Person Tables
Models ZK65990 & ZK65990P

Dimensions
Four Person Tables

(Models ZK44848, ZK44848P, ZK45959 & ZK45959P)

Overall Depth ~ ZK44848(P) 481in /1219 mm
ZK45959(P) 59 in / 1499 mm
Overall Width ~ ZK44848(P) 481in /1219 mm
ZK45959(P) 59in /1499 mm
Overall Height 291in /737 mm

Product Weight ZK44848

215 1bs / 97.5 kgs

ZK45959 220 1bs / 99.8 kgs
7K44848P 265 1bs / 120 kgs
ZK45959P 270 1bs /122 kgs
Shipping Cube ZK44848 7.11t3/0.20 m3
ZK45959 9.2 ft3/0.2.6 m3?
ZK44848P 8.9ft3/0.25 m?
ZK45959P 11.0 ft3/0.31 m3

Six Person Tables (Models ZK65990 & ZK65990P)

Overall Depth

59in/ 1499 mm

Overall Width

901in / 2286 mm

Overall Height

29in /737 mm

Product Weight ZK65990

2451bs /111 kgs

ZK65990P 295 Ibs / 134 kgs
Shipping Cube ZK65990 13.5 ft3/0.38 m3
ZK65990P 15.3 ft3/0.43 m?

Contact sales representative for more information.

ZK65990
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Features

Organic shaped group tables

Adjustable leveling glides on all legs

Easy to assemble

Table top, legs, and cable tower (if applicable) are
shipped in separate cartons

MODEL ZKA4####P & ZKo####P

Vertical cable tower connects to underside of table top.
Ideal for use with 8x8 in? (203x203 mm?) size or less
floor monuments

Cut-out option must be specified to accommodate
desired power module. Power/data/voice modules are
ordered separately

Removable panel for easy cable management

Options

12 wood grain and five solid laminate finished available
in high or low pressure laminate. Nine additional solid
color high pressure finishes are also available

Legs are painted in Black, Designer White or Tungsten
with a sandtex finish

2 mm edge banding is standard, with finish choices

to complement laminate finishes. Optional Ergo
friendly edge option is available in five complimentary
neutral finishes

MODELS ZKA4####P & ZKO####P

Specify cut-out based on selected power module
Cable tower is available in Black, White or Brushed
Cobalt laminate finish
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Construction (Table Top) Construction (Cable Tower)

¢ Thermally fused high performance laminate, ¢ Thermally fused laminate construction
1in (25 mm) thick top. Optional high pressure laminate ¢ Snap-in panel on one side for easy access to interior
table tops are 1 % in (27 mm) thick ¢ 91in (229 mm) square inner clearance

e 45 lbs density particleboard core

e 2mm (1 Y in) thick PVC flat edge

e Factory installed threaded inserts provide metal to
metal connection with base Environmental

Warranty
Lifetime warranty on all table components.

View Environmental Data Sheets online.

Construction (Legs)

e Steel post with leveling glides Awards/Certifications

e Meets or exceeds all applicable BIFMA standards for
safety and durability

MODELS ZK44848(P) & ZK45959(P) e Manufactured in ISO 9001 and 14001 certified facilities
e Four legs on four person tables

MODELS ZK65990(P)
¢ Seven legs on six person tables

¢ 31in (76 mm) diameter
e 1.5in (38 mm) adjustability range

Please visit globalfurnituregroup.com for additional
product information including environmental

e Six legs on table with cable tower certifications.
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